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Features

• Distribution Amplifer Unit (AC-DA-12X2, AC-DA-14X2, AC-DA-18X2) 

•

•

•

The X2 Series are 8K HDMI 2.1 distribution amplifiers, scalers and signal 
stabilizers. Able to connected one HDMI source and repeat that signal 
throughout the HDMI output ports. Each unit has dedicated ports with built in 
scalers allowing users to connect legacy TVs, projectors, or AVR’s. This way you 
can send 8K signals to the connected 8K displays, and a 4K or 1080p signal to 
older models.
 
Full HDMI 2.1, FRL 48Gbps and HDR support ensures stable signaling even at 
the highest of bandwidths. Install the distribution amplifier with confidence in 
your next bar, restaurant, digital signage, commercial or residential install and 
see the di�erence.
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• 
•  
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HDMI Status
Indicator LEDs

Front Screen
Display

Settings Buttons
EDID/Scaler

USB-C Port
Firmware

ISP Control

Front: AC-DA-12X2

Front: AC-DA-14X2

Front: AC-DA-18X2

See the Command list page[s] 
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• 
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HDMI Out
HDMI Input

Extracted Audio
Toslink/Balanced

2CH

12V
Power

Front: AC-DA-12X2

Front: AC-DA-14X2

Front: AC-DA-18X2

You can down-scale HDMI OUT2 and HDMI OUT4 only. See the Front Panel Controls page[s] to change 
using the front
panel buttons. See page[s] 10-11 for Command list.
Downscale is only available on certent ports. Use the front panel buttons to change the scaling. 
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AC-DA-12X2
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AC-DA-14X2
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AC-DA-18X2
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SET INx EDID y  : Set Input x EDID{x=[0~1](0=ALL), y=[0~23]}
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Lorem ipsum
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