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 Plug and 
Play

Easy to
 CarryingUSB

USB Omnidirectional
Microphone

RM10

HD Call
Automatic Gain Control, Noise Reduction, full 
sound quality, clear call, anti-jamming, high-fidelity, 
call conference and video conference at any 
time.360 ° Omnidirectional far-field pickup.

Sound pickup and comfortable
communication
360-degree omnidirectional pickup, 6-meter 
pickup distance, standard 5-meter USB cable 
connection, no longer talking against conference 
equipment, allowing you to stand and stretch 
freely during long calls.

Compact and portable
The compact and portable USB omnidirectional 
microphone has a small and unique shape, which 
can be easily packed into a pocket and carried 
around for easy travel.

Simple and easy to connect, 
plug and play
USB plug and play, connecting computers, 
tablets and video conference terminals, 
compatible with a variety of systems and 
software, suitable for daily applications such as 
video calling.

Microphone

Pickup distance

Frequency response

Directivity

100-10kHz

Omnidirectional

Total harmonic 
distortion

Compatibility

10% （1kHz，120 dB SPL）

Compatible with mainstream operating
systems, such as Windows 
XP/Vista/7/8/10/Linux/Android 

Sensitivity

S/N

- 40.5 dB(V/Pa)

64dBA

6m

Package

Dimensions (R x H) 

Weight

Packing list

0.15kg

Quick installation guide, USB cable,
omnidirectional microphone

Radius 48mm x thickness 20mm 
(Φ100mm×20mm)

Hardware interface

Powered by

Interface

Button

1 x USB data communication

1 x illuminated mute button

Cable length 5 meters(10 meters optional)

USB: 5V DC

Meeting ability

Covered area 

Number of 
participants 5~8 

15-30㎡

Environmental conditions

Operating 
temperature

Relative humidity

Storage 
temperature

5%-95% (non-condensing)

-20° - +70° C(-4° to +160°F)

0° - 40° C
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